





CASE. LoaDER/BACKHOE 


FEATURES 


Prime mover — pow- 
ered by Case-built die- 
sel or gas engine, each 
develops 112* working 
HP. Power shift, power 
steer, power brakes and 
torque converter add to 
production ability. Out- 
standing weight distri- 
bution and power-trans- 
fer differentials assure 
maximum traction. 24° 
steering axle oscillation. 


Loader — 45° bucket 
rollback at ground level 

. 53” reach @ 7’ — 
greatest in its class. 
Excellent stability, bal- 
ance and traction for 
high speed loading. Ca- 
pacities up to 3 cu. yd. 


Backhoe — 14’ dig- 
depth or 14’'/16’ with 
extendable boom. 190° 
swing. Foot operated 
controls free hands for 
boom, bucket and dip- 
per operation. Fastest 
dig-swing-dump cycle. 
Anti-cavitation design 
eliminates hydraulic 
lag. One hydraulic sys- 
tem serves both loader 
and backhoe. Wide 
choice of buckets. 





W-9 SERIES B 
4-wheel-drive 






PROTECTED BY 


CASIEn 
12-MONTH 


WARRANTY 


NO 
HOUR 
LIMIT 









Owning a machine capable of big production loading, digging, trench- 
ing and excavating can be a wise investment. The Case W-9 Series B 
Loader/Backhoe does all of these jobs with efficiency. It’s a loader 
with capacity up to 3 cu. yd. — it’s a foot-swing-controlled 14’ backhoe 
that can out-dig anything in its class. Prime mover for the W-9 Series 
B Loader/Backhoe is a husky 4-wheel drive chassis, powered by Case 
built, 112 HP* diesel or gasoline engine. Operator engineered power- 
controls, including power steer, power shift, power brakes, help get 
maximum production from the machine. 

The Case Loader/Backhoe is a high-production loader-materials 
handler with choice of 4 Case buckets in addition to a multi-purpose 
4-in-1® bucket. 

The 14’ Case Backhoe has 190° swing controlled by foot pedals — 
to free hands for boom and bucket operation. A pryout force of 20,000 
lb. or more (depending on location of fulcrum under bucket) can be 
generated while digging. And the entire outfit is built by Case. One 
builder — one responsibility! 


* See specifications, reverse side 


BE SAFE — 
USE GENUINE 
CASE PARTS 


CASE. 


. CASE CO., RACINE, WIS. 








LOADER OPERATING DATA 


Bucket Capacity 
*SAE Rating 


(Nominal Heaped) Struck Width 
1 cu. yd. 1.20 cu. yd. 92” 
tt134 cu. yd. 1.38 cu. yd. 2” 
2 cu. yd. 1.65 cu. yd. 96” 
3 cu. yd. 2.45 cu. yd. 110” 
4-in-1® 11/2 cu. yd. 1.15 cu. yd. 96” 
ttAll specifications based on this bucket 
Pe rt Fs cis 6 kad Caw ee Bae ava ORR POO Os 11,000 Ibs. 
See ee BA ORE, Oe ys eRe oa eA ee ee oe ee ee eS OR Ee 5,500 Ibs. 
Pee Oe NCEE TOM ce os bo Nb 8 00 56d odo Oe FO cies eee Oe we Os AS? 
PP UMRNTAE WET IRIIE COQEIIN, 6 oxides < 3,k 0k ec kee we Re Kae re ee ees ee 15,000 Ibs. 
Tastes Ce NI: SUMY (SOG «66.55 ck Ce 8 0d Ve eee ee ee ees gre 
*Cuhing seus clearance when Comped at 45% «5 05. .6.6 enn odes eee ee ee hee os he BP Mig 
*Reach to tire when fully raised, bucket at 45° dumping angle...............6-. an” 
*Height to center of bucket hingepin, fully raised. ........... 0c eee eee eee eee io 
*Reach to tire at 7’ height, bucket at 45° dumping angle..............e-eeeeee 53. 
er ees TES BE sn 5 3 x eee Boe Or kG RAS ORME SR ES Ad ROR CME HE ORS Oe RAT ¥> 
*Raising time to full height, empty, at governed rpm... ..... 0c ee eee eer eeeee 8 sec. 
TLowerine. fMG, SIDES, GP GOVOINOR FM vis iicc 06d a pies ow owe 06 0% ba ke de eee 5 sec. 
BACKHOE OPERATING DATA 
SPOR Erie CAME TE meme ONE, DPOORIMD 5. uo shh. 4.4 ak by ae wre Gd Me Beale Vides ee 9 ORs 14'0"*s 
aN er he Eee «a! eink | bine RA eM end Dhnidie ain OP RO wee ‘eo 6° 
Pier TLGEt TTR: © btacs oe ee aha cee eek 80RD Ree RS ORS 16’81” 
PETS LS a eg ig Shak we TA Rew vases nae Ae ae ee es is 
*Swing arc, uninterrupted without change of linkage..........0..eeeeeeeeeeee 190° 
at ceh SE Sa, BEML i es. Fo 0-3 bow. cw Vin ehh Gh Wm Oca bee 6 wks elie coe Wake woes Oo" 
TOR TOPO cc Se os Fis ee oe 8 nl ae 8 oe a ee oe 8,760 Ibs. 
Lift capacity (beom and dipper stick extended)... 0.6 csecascsececuncccds 2,000 Ibs. 
Lift capacity (bucket level @ ground line, bucket hinge to 
Boom hings pit Se GE Ps «0 eae ives ee ews bw SAUER a's: «5 Ae oe le RR ee 5,000 Ibs. 
Pryout force (depending on location of fulcrum under bucket)..... 20,000 Ibs. or more 


PRIME MOVER OPERATING DATA 
ENGINE — Case Model 401D or 377G, 6-Cylinder valve-in-head design: 


tHorsepower Diesel Gasoline 
(1)°@ 2000 RPM Gov. Speed. icc cece lee ceewns 1312 112 
(2). @ 2000: RPM GOV. SROOU 6.05. 5, a av rein bt ak vs 105 105 
Displacenmant beustin tis 6s 0.870 oil wk end ee on 401 377 
Bore: Gnd Stroke. seid wis ohe-0 so PLR eceeeere ee wile oun mio AY eB" 
Maximum torque: 
OME oe rier ry oe erga al ee 306 Pm 
Go. TRAIN ails 0 whys oi oie ace ees Ba hee oy 322 
Fuel tank SOmGelY. (Wack IW ok danke oe een ce ewes 50 gal. 50 gal. 
Slactrigh ss puck ana ee Miocene hile aia oaks ees 24 volt 12 volt 


t Sea level (calculated). Based on 60°F and 29.92 Hg. Manufacturer's Rating. 
(1) Maximum horsepower with operating accessories. Engine capability with fuel set for 
maximum delivery. 
(2) Net intermittent horsepower with operating accessories, fuel set for average delivery. 


POWER TRAIN: 


TELGRS: CURVES So ok 5. acess Ore eo che eo 8 58 ols 3.0 to 1 stall ratio 
Provision... 4 to0ed 1. cnaeiees vor Cee power shift in work and transport ranges 
PME eke v te cla chide ane iia ech We Tere iste acene spiral bevel with planetary reduction in each hub 
EE UCT INCI REE. Sai cera a Kwik DOMMES GME SS 2 8 Se pd okt he oes Sa 24° 
SRGB GING act ee re ees one sashes hee, setae hydraulic full power steering actuated on rear axle 


TRAVEL SPEEDS — forward and reverse — (at governed engine speed): 


POE Fh & cake oats bam tay Ste Mae Bas es Wd a Ro oral) Wp to be 0-3.2 MPH 

A Soe. Uh. Wines ie oh oe alta Gicibnie lh .& 2 ae Cee ek kL ine Ea ee wee 0-6.18 MPH 

SRP ob Pde eh ee gE Oe Ve Ee a ON Se ele voy ae dia ares 0-11.15 MPH 

Ce er ee ee Sere ee ee Re oe ee nr re er en oer 0-20.25 MPH 
BRAKES: 

Ses a Sh Catt Slee at Bide btu a eee 4-wheel hydraulic with vacuum booster 

PIN Me ani eh. S, cnitiak id ah RA us ai aaa NARS ele AE aoe ited we) mechanical on drive shaft 


WHEELS AND TIRES 


THOS naeree- Front GAG CO06 ccc sy sc a eV TR es COWS Lk RE 14.00 x 24, 8-ply tubeless 
***Tire equipment furnished unless specified. 


Optional: 13.00 x 24 (tube type), 8, 16 ply; 14.00 x 24 (tubeless), 10, 12, 16 ply; 
15.5 x 25 wide base, 8, 12 ply; 17.5 x 25 wide base, 8, 12 ply. 


DIMENSIONS AND WEIGHT (Loader and Backhoe) 


Overall width: dt hate. Hiava esliOd) odes haa ASG eae ete hoes Re 9A,” 
WEORIN:, CAr i CORON RIPON fe 6 sais dade oe Morea a OP aad «nh bandas 89” 
Peel atir MRE TOs OORT EOI c bid nn kG ok oe ee as thw onrekbaes See he eee wes” 
*Holsnt. tracter ni {Oven Gir CHANGES cA dhe 00 95's PV AA OTS E chee sd DAMELRS 93a = 
Lae SV URENt) A TPee ETI TON Go a.ds os bss RE aed Ae ee tae Kea oa 26°22 
Paraina: radius Cagieide.recr wheel Reb) ei csc cea ces ase ke ec ee CON ieee pres 21° 
TA TUM, Soca Tee chet Rare dee leas 4 eter uaneuhiiamanee min auetai it aie aint @ 8417," 
eV neat trend (14.0 oe oe TOE). «oreo oe dhe ig Ses 6 ees Sis eee 743;," 
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DIGGING DEPTH AS DEFINED BY 
INDUSTRIAL EQUIPMENT MANU - 






BEERS HH 


20 aS age Ye 10 8 6 4 2 0 
*Operating weight 
a CIRCHIAL Oar tg Orer cHwe TL oie, oem a tea. e MG: uals em alee a: onvore cn Pavey euseate aati reiete 18,575 Ibs. 
Ra, 5 Wire os nase ahs sa RSs ha dR ck ce a a se ee eo Lae 18,700 Ibs. 


**Varies with tire size, inflation and secured position of backhoe. 


HYDRAULIC SYSTEM 


AULT ASAE SALE oe ROC te 6 maaan a eNPPRn <i) oR ee aR Oran tr re Gear-type driven from converter 

PUI CONS Clivis 2 intatiie ie <. 6s bo iitee bate apace sine NS 46 gpm @ 2000 rpm — (governed rpm) 

Reservoir: Electric welded steel, pressurized with 4 PSI pressure cap, oil level dip stick, 
magnetic drain plug. Full flow micronic filter on return oil, accordion pleated fine 
wire mesh filter on inlet to hydraulic pump. 

Backhoe cylinder design and packing: Easy-to-service with removable end cap. Double 
acting, hardened and chrome-plated rods. Cylinder equipped with two-way triple-seal 
packing and phenolic guide rings. Nylon wiper rings and self-locking nuts. Cylinders 
are roller burnished for long packing life. Cylinders have special two-way piston pack- 
ings for positive action. 

Hydraulic lines: Steel tubing with brazed fittings, and wire-braid high pressure hose with 
swaged fittings. 

ROCICIGl CRUIMGOle esr LEE alc 50.0 amet sa loco ce date tecanw R Rota eaten lelaan tc tleer hed co (2) 3” aie. 

NE a vc, ek a veh yak eae cha 4 we a aa ae (2) 312” dia. 

Four-position double-speed valve with positive-hold ‘‘float’’ position; built-in relief; 

mounted for right-hand operation of loader. 


BOOTY Ne cg fa 25 Redes aera pbe SRE. oo Cana. Gee a PLU A EIT hater id (1) 4” x 39346", 2” rod 
NE 86 die 'ace Hace wk ee ES OR ve Ke eee i eed eae (1).4? 2 32", 2° cea 
BUGMES 004.15 ois eat dees 2 40 bards Sane ee (1) 34%.” x 2714", 134," rod 
SMRBERIEM ES, fn, sgl teed 4 nbs Gp ee Kw Piensa Ae ae (2) 4" x 11”, 134” rods 
SUPERTRMNG ov ic-so. bon 6. dea % ie Oe Ae eee (2) 342” x 1634”, 134,” rods 


Heavy-duty sectional 6-spool valve provides precise operation of backhoe boom, crowd, 
bucket, swing and stabilizer cylinders. Exclusive foot pedal-operated valve controls 
backhoe swing with feather action and cushioned stops. Primary relief setting at 2000 
psi. Valve equipped with exclusive Case regenerative hydraulics (no hydraulic lag). 

(Backhoe): 21 gpm with throttle at backhoe stop position. 


STANDARD EQUIPMENT: 


Case heavy-duty gasoline engine or diesel engine. 4 speed power-shift transmission. Rear 
axle disconnect. Torque converter. Hydraulic power-steering. Hydraulic brakes with vac- 
uum boost. Two brake pedal ‘‘Operator's choice’’ transmission disconnect. Parking brake. 
14.00 x 24, 8-ply road grader type tubeless tires. 14’ backhoe less bucket, with controls, 
stabilizers. Rigid drawbar. Hydraulic system. Hydraulic control valve. Dry type air 
cleaner. Horn. 2 headlights and 2 rear lights. Stop and tail lights. Bucket sight level 
gauge. Starter. Generator and batteries. Fuel strainer. On diesel models only — Ist, 
2nd and final fuel filters plus water trap. 


OPTIONAL EQUIPMENT: 


Choice of tires. Intake manifold preheater (diesel). 11/2 cu. yd. to 3 cu. yd. (SAE rated) 
buckets. Bolt-on bucket teeth available for buckets through 2 cu. yd. 11/2 cu. yd. (SAE 
rated) multi-purpose bucket. 3 spool valve. Snow removal equipment. Dozer blade. 
Pallet fork. Hydraulic accumulator. Operator's cab with directional signals. Heater. De- 
froster. Windshield wiper. High output alternator. Fenders. Oil bath air cleaner. Radi- 
ator shutters. Pusher fan. 9 backhoe buckets from 12” to 36”. 1400 Ib. counterweight 
for use when backhoe is removed. 14’/16’ extendable boom. 


IMPORTANT: J. |. Case Co. reserves the right to change specifications of its tractors and 
equipment without notice and without incurring any obligation relating to such changes. 


*Specifications conform to SAE or IEMC definitions, whichever is applicable. 


Sold and Serviced by: 





